
Thru-beam  / Reflective type: 
Start and end: Perform the adjustment
with objects passing by the sensor.

Zone Teaching

SET RUN

Switch to SET.

SET RUN

Switch to RUN.

Select Zone teaching.

Press the teaching button.T

The threshold value flashes 
and the display returns to
normal.

Reflective type: Perform the 
adjustment with the object present.

The zone (detection area) is set to +/- 10% 
of the received light intensity value.

Threshold

Threshold

Near

Far
Lower limit

Upper limit

Zone

* If the target is not present perform the
   teach function on the background.

Transparent Object Teaching

SET RUN

Switch to SET.

SET RUN
Switch to RUN.

Press the teaching button.T

The threshold value flashes and 
the display returns to normal.

The threshold value is set to 10% less
than the received light level.

Select Transparent teaching

Thru-beam and Retro-reflective type:
Perform the adjustment with an object present.

Threshold 10%

Optex-FA U.S. sales Ramco Innovations (800) 280-6933                www.optex-ramco.com
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TOP

Select a response speed.

Select by using and set with . 

Standard setting 500 μs

High accuracy setting 2 ms    

Fastest setting 60 μs     

2. Response speed setting

TOP

Select an operation mode.

Select by using and set with  . 

ON when light is blocked.     

ON when light comes in.     

1. Operation setting

TOP

Select the type of timer and the time value.

Timer Time Setting    1-9000 (1 ms - 9 sec.)

Select by using and set with . 
OFF returns to the TOP of Timer setting,  
other choices continue on to Timer setting.

 is for time changing, is for digit 
change, and is to set.

Off delay timer

Timer off

On delay timer

One shot timer

3. Timer setting

TOP

Correct to the optimal value when sensitivity is 
not enough.

Turn on using . The progressing status is 
displayed in bar chart.

Turn off the sensitivity correction.

Turn on the sensitivity correction.

4. Sensitivity correction 
 setting 

TOP
Select by using and set with . 

Reset to factory defaults

Do not initialize

6. Initialization setting 
 (Factory default)

7. End of setting

TOP

5. Detailed setting 
 (Expert mode)

Press the mode button.

* Parallel use of On delay timer and Off delay timer in the 
same channel same channel is not possible.

* Settings are only for turning on (ON) or turning off (OFF). 

Initializing changes all settings to the factory default.

A Changes to the Detailed setting menu.

Return to the normal display.

T

Function Setting

TOP

Select a display method of normal main sub monitor.

Select by using and set with . 

Displayed in bar display.

Displayed in numeric display.

Displayed in percent (%) display.

Displayed in normal count display.

Displayed in total count display.

No display.

BC

A

5.2 Display setting

TOP

Set the displayed value on the main monitor to "0."

Select by using and set with . 

Turn on Zero reset.

Turn off Zero reset.

5.1 Zero-reset setting

TOP

Select a detection method from the list below:

Select by using and set with . 

Sets to the rising edge detection.

Sets to the normal detection.

Sets to the trailing edge detection.

5.3 Detection mode setting

Number of count setting    0 - 9999999

 is for count change,  is for digit 
change, and is to set.

"cnt" or "tcnt" can be select only when the counter 
function is valid.

TOP

Select counter function ON/OFF and a increasing/
decreasing direction of value.

Select by using and set with .  
OFF returns to the TOP of Counter setting, 
and the others to number of count setting.

Sets the count value to the increasing direction.

Counter off

Sets the count value to the decreasing direction.

5.4 Counter setting

TOP

Select an assignment of external input.

Select by using and set with . 

Sets to the external teaching input.

Sets to the counter value reset 
input.

5.6 External input setting

TOP

Choose the function of Input/Output of 1CH & 2CH

Choose with                   and set with       . 

1CH: Control output, 
2CH: Remote input

1, 2CH: Control output

5.5 Input/Output setting

1CH: Control output, 
2CH: Alarm output

TOP

Set up APC (Auto-power control).

Choose with                  , then set with       . 

Non-use of APC

Monitor the power of floodlight, 
then set the best condition.

5.7 APC Setting

T
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*Available only on Transparent teaching.

Automatically set threshold even after sensors are 
cleaned.

TOP

5.8 ASC Setting Set up ASC (Auto sensitivity control).

Choose with                  , then set with       . 

Non-use of ASC
Automatically adjust threshold 
along with the surrondings

TIP

Returns to the TOP of
Detail Setting (Expert mode). 

Use to prevent saturation of the received light
intensity level. 

TOP

5.9 LED power setting LED light power can be chosen from three levels.

Choose with                  , then set with       . 

Standard power level.

Low power level.

Mid power level.

5.10 End of Detail Setting(Expert mode)

TIP

BC

Function Setting (Continued)
Manual Adjustment

Error Display in Teaching
An error message is displayed in the event of error during adjustment.
Refer to the table below for readjustment.

* No operation state for 5 seconds during setting automatically returns the display to 
normal as well.

Normal

Automatically returns to 
the normal display 5 
seconds after completion of
the setting (no operation).

    When using zone teaching
Setting Lower Limit (Far)

Indicates shortage of light intensity or no difference 
of light intensity.

Indicates a sampling error in teaching of a moving object.

Indicates a calculation error.

Indicates that the teaching process was interrupted.

Setting Upper Limit (Near)

Pressing the UP/DOWN button in the RUN mode flashes the threshold value. This 
indicates that adjustment is possible. Adjust to any value using the UP/DOWN button.
When using the zone teaching, the threshold values of both the upper and lower limit can 
be set individually     .

Automatically returns to the normal display 5 seconds
after completion of the setting (no operation).

Manual Setting

Error Display

    

Switching Channel
Press          in the Run mode, the other channel number flashes and the sensor changes
to it.Precautions for Function Settings

* indicates factory default setting
* Settings that are not available will not be indicated automatically.  
   This does not indicate a problem or failure.

* Hold down the operation button for approx. 0.3 seconds if not specified differently.
* The sub monitor starts flashing when each setting selection becomes available.
* The monitor in use of the counter function displays "U" when the up-counter is selected, and 

displays "d" when the down-counter is selected.

Change threshold of Alarm output
With Alarm setting (Alarm output needs to be selected in section 5.5 Input/Output setting), 
threshold (Output timing) can be changed.
*Changes are available on Transparent teaching, ASC setting On

On RUN mode, change to CH2 by pressing and holding         .
 After CH 2 blinks, screen will be changed.
Setting changes are available with 
 

Output when the amount of light received of standard 
background which set by ASC setting is below threshold. 

when 5.2 indication setting is fixed with %, the amount 
of light received and threshold will be shown in %.

Returning to Normal Display from Function Settings
Pressing and holding the         button for more than 2 seconds while in the function settings 
will return the sensor to the normal display (RUN mode) without using Eit (Exit).

* Invalid while setting the timer time, number of count, or span value.

Key Lock
Cancels all the operations. Useful to prevent accidental operation.

Hold down both of the                 buttons for more than 2 seconds in the RUN mode to 
activate the Key Lock function. Repeat this procedure to cancel the Key Lock.

Locked Unlocked

ThresholdPresent amount 
of light received

Three categories can be set separately between 1CH. and 2CH.  
Other categories are not available for individual setting.

1 -Threshold 2 - Operation setting 3 - Timer selection and Timer value

*
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BEF-BE01-W190 (2 pcs)

End Unit

• D2RF-T
• D2GF-T

(Unit: mm)

Maximum
aperture 150°

• D2RF-TC
• D2GF-TC

Backside of bracket

Website http://www.optex-fa.com
 0537450

     Specifications and equipment are subject to change 
     without any obligations on the part of manufacturer.
     For more information, questions and comments 
     regarding products, please contact us below.

Head office: Mitsui Seimei Kyoto Yamashina BLDG 6F,  46-1
 Takehanadounomae-cho, Yamashina-ku, Kyoto
 607-8085 Japan
 TEL: +81-(0)75-594-8123
 FAX: +81-(0)75-594-8124

Manufactured and sold by :
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Dimensional drawing

Options

Input / Output Connection

NPN PNP
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