










Interference area Unit: mm
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Dimensions

Sensor head Unit: mm

Measurement center Measurement center

Measurement center Measurement center

Measurement center

Measurement center

12 pin connector 12 pin connector

12 pin connector 12 pin connector

12 pin connector 12 pin connector

Torque max. Torque max.

Torque max. Torque max.

Torque max.
Torque max.

Emitter

Emitter

Emitter

Emitter

Emitter Emitter

Receiver

Receiver

Receiver
Receiver

Receiver

Receiver

Measurement
range LED

Measurement
range LED

Measurement
range LED

Measurement
range LED

Measurement
range LED

Measurement
range LED

Laser status LED Laser status LED

Laser status LED Laser status LED

Laser status
LED

Laser status
LED
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Dimensions

Controller

Panel mount adapter installation

Panel mount adapter

Recommended cutout opening 
for mounting 

Extension cable
Sensor head - Controller
Robotic type - 30 mm bend radius

Sensor head cable
for standalone use
Robotic type - 30 mm bend radius

I/O Connector cable Analog output terminal
Pin assignment

I/O Connection

- Bank input
- Hold input
- Zero reset input
- Laser OFF input

- Control output
- Alarm output

- Analog output

Current
output

Voltage
outputinput

output
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Slot for panel mount adapter

Guide for DIN rail

Part numberLength Part numberLength Part numberLength



Laser head mounting precautions

Measuring height differences with moving objects

OK OK NG

OK NG

Mount the laser head so that the projected laser beam and 
the direction of travel of the target are parallel, as shown in the 
following examples.

Measurement
center

Out of
range

Out of
range

Far side
in range

Near side
in range

Green
On

Red/Green
alternating

Red
On

Orange
On

Red/Green
alternating
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